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Aim of this measurement and acquirable knowledge
The aim of this laboratory is to get basic knowledge of the Linux operating system.
Topics: getting familiar with Linux; experimenting with both the console and the GUI; general configuration options; installing and listing applications; configuring system services; creating users; monitoring and logging the system; listing and tracing processes; deploying a web server.

Requested knowledge
· The relevant material of the Operating System courses on UNIX
· Being capable of using VMware virtual machines
Software used on the measurement
· VMware Player, can be downloaded from http://www.vmware.com/
· CentOS
 6 Linux VMware virtual machine
How to make this report and expected content
You have to make a written report on conducting the measurement tasks by filling in this document (parts with yellow background).

The report shall contain the documentation on the process of completing the measurements (illustrated with screenshots and their explanations, description of the events experienced and the answers to the questions. Screenshots without any explanation cannot be accepted!
Rating of the measurement
There are some more complex advanced level tasks what require more knowledge. For this reason they are considered optional. You can skip as many beginner level tasks as many advanced level tasks are completed.

1. Getting familiar with the system
Aim of this task: to gather some basic knowledge on system boot and user interfaces.

Copy the folder containing the linked clone of the UNIX virtual machine from drive V: to drive D:! By double clicking on the file ml4unix.vmx in the folder copied you can start VMware Player with the virtual machine containing a CentOS operating system.

The virtual machine is in the state just after the installation of the guest operating system. (More information on installing the operating system can be found here: Red Hat Linux - Installation Guide. More information on configuring the operating system and the services it offers can be found here: Red Hat Enterprise Linux - Deployment Guide.)

After turning the virtual machine on the boot loader named GRUB starts (can be interrupted by pressing a key). By default GRUB loads CentOS. After the operating system loaded the IP address of the machine is displayed. During the console interface tasks it is probably more convenient to use an SSH terminal (like Putty
) instead of the console within the virtual machine.
	1.1 System boot

	Start the system! Make a screenshot showing the boot process and the starting of services! Name a few services you recognize!
Log in to the OS after the boot process completed (either through the console or through network using Putty)!
Login: root
Password: ml4unix
At this point only the console interface has been installed (there is no GUI).
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	1.2 Getting familiar with the console

	Let’s experiment a little with the console interface recalling the knowledge learned during the Operating System courses!
How much disk space and memory is consumed by this basic system (do not count the contents of the directory /var/cache/yum which stores install files)? What folders consume the most disk space and what kind of files can be found inside them? 

Command line tools to use: cd, df, ls -l, free, du -sk /*, sort -n, more
If necessary consult the manual pages of the command line tools (e.g. man du) and combine the commands using so called pipes (e.g. du -k / | sort -n)!
Hint: use the TAB key to complete partially typed file or folder names, commands and their arguments!
Advanced: during the usage of du command you got some error messages. Why?
Beginner: list (ls) the contents of /var and describe the function of a few subfolder within it!

Where can we found the data describing users and their passwords (in which files under the directory /etc)?

	<<screenshots, explanations and answers>>
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A bit better:
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Contents of ls /var are shown as above. 

eg. tmp: contains temporary files and folders may be deleted later. 

cache: contains cache data.

lib: libraries

The user’s information is stored in /etc/passwd (and among these information the 2nd column is traditionally the encrypted version of the password). But todays Linux, passwords are stored elsewhere: /etc/shadow.
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If you are not familiar with using the console interface, do not know the command line based text editors (nano, vi) and do not even want to try them out then you are free to install the graphical user interface by solving the next task.

Even if you choose the console you are asked to read the next task and in case you are having any difficulty you are free to install the GUI later.

	1.3 Installing the graphical user interface (optional)

	Install the graphical user interface from the software repository! To do that under a RedHat based Linux system (like CentOS) you have to use the yum command (under Debian based Linuxes the equivalent command is apt-get).

You can install packages one-by-one but it is also possible to install groups of packages. You can list the valid group names by invoking yum grouplist. To install the graphical interface you need the following groups:
yum groupinstall "Desktop" "Desktop Platform" "X Window System" "Fonts" "Internet Browser" "Graphical Administration Tools" "General Purpose Desktop"
Meanwhile the packages are under installation move on to task 1.4 (either by launching a new instance of Putty or switching to another console by pressing ALT+F2) then switch back to this task!
To activate the graphical interface you need to switch the so called runlevel by issuing the command init 5 (you need to wait a little bit). The valid runlevels can be found in the end of the file /etc/inittab (use one of more or tail commands). If you want to change the runlevel permanently you need to modify this file.

Log in to the graphical user interface!

Get familiar with the graphical interface! Where are the web browser and the text editor located? 

Investigate the change in disk usage and memory consumption! (If you do not need the graphical environment any more you can uninstall it by invoking yum grouperase ... command.)
If you want to access the command line interface from the graphical environment you need to launch a so called terminal emulator program (Applications / System Tools), or you can switch back to the console by pressing CTRL + ALT + F1. To switch back to the graphical interface again press ALT + F7.

	<<screenshots, explanations and answers >>


	1.4 Investigate SELinux settings

	SELinux is a supplementary system to make the OS more secure. It is an access control system which allows us to define more detailed security rules for the users and applications than the rules a basic UNIX system has. We can make restrictions on system calls, data accesses, network port openings and so on. By the help of SELinux besides defining exactly what is allowed for a given user or application and what is not we can also trace the security problems indicated by the system.

SELinux settings are independent from the standard UNIX access and behavior control system (owners, groups and their permissions).

SELinux can be easily operated in enforcing mode on a basic Linux server (having only “factory” packages installed). But if you are developing custom applications or building your system from external software repositories you can use also the permissive mode which only signals security problems but does not make any actions to avoid them. Which mode is active now? (/etc/selinux/config).

Look at the general settings of SELinux (getsebool -a) and explain a few web server (httpd) related values (getsebool -a | grep httpd)!

The command line tool setsebool can be used to alter the settings but it is not needed by now.
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It’s in enforcing mode.

Boolean rules (for httpd):
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2. Basic administrative tasks
Aim of this task: learn some basic administrative tasks.
	2.1 Creating users

	Create a user (by invoking adduser or launching the related graphical administrative tool) and set a password (passwd)! Has the user’s home directory been created? What kind of files can be found there?
Log in with the newly created user and solve the succeeding tasks under this user account (if possible)! (It is a rule of thumb to log in as root only if it is absolutely necessary to avoid problems caused by mistakes and security risks.)
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[rooteml4unix ~1# passud testuser

hanging password for user testuser.

ew passuord:

AD PASSWORD: it is based on a dictionary word
etype new password:
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adduser: testuser
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These files stores settings for the bash shell.
Login with the newly created user: 

[image: image15.png]mitunix login: testuser
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	2.2 List running processes

	List the processes currently running (ps or the related graphical administrative tool)! How is it possible to list all of the processes? And how is it possible to list only the processes belonging to a single user (man ps)?
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List all processes using: ps –A
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	2.3 Start and stop services

	By using the appropriate administrative tool investigate the list of available and the list of currently running services! Figure out and explain the role of a few services! How is it possible to start / stop and turn on / off services?

Under graphical interface: System / Administration / Services
Under console: chkconfig and service (run as root)
Stop and turn off some services like: postfix (mailing), LVM2 monitor!
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[root@ml4unix ~1# service --status-all i grep pid

auditd (pid 931) is running.
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	2.4 Managing and installing software

	If you have installed the graphical interface search for Add/Remove Software. Otherwise use the command line tools yum and rpm!

List the installed packages (name only a few in this report)!

How is it possible to figure out the files belonging to a package (like which) (hint: rpm --<TAB> --<TAB>)?

Install the package group called “Web Server” (yum groupinstall ...)!
What configuration files are located under /etc belonging to the package httpd  (rpm -ql ... | grep ...)?
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12:4.1.1-38.P1.e16.centos

anaconda-Cent0S-201311272149.x86_64/6.¢
anaconda-Cent0S-201311272149.x86_64/6.°
anaconda-Cent0S-201311272149.x86_64/6.°
anaconda-Cent0S-201311272149.x86_64/6.°
@anaconda-Cent0S-201311272149.x86_64/6. S




Command: yum list installed

[image: image23.png][rootéml4unix ~]# rpm --query --list acl
fusz/bin/chacl

fusz/bin/gerrac

fusz/bin/sertacl
fusz/share/doc/acl-2.2.49
fusr/share/doc/acl-2.2 . 4/CHANGES .z
/usz/share/doc/acl-2.2 . 4/COPYING
/usz/share/doc/acl 2.2 49/COPYING . 1GPL
/ust/share/doc/acl-2.2 . 49/PORTING
fusz/share/doc/acl-2. 2, 49/READHE
/usz/share/locale/de/1C_MESSAGES/acl .mo
/usz/share/locale/es/LC MESSAGES/acl mo
/usz/share/locale/fr/LC MESSAGES/acl mo
fusz/share/locale/ql/LC MESSAGES/acl mo
/usz/share/locale/pl/LC MESSAGES/acl mo
/usz/share/locale/sv/LC_MESSAGES/acl mo
/usr/share/man/man1 /chacl . 1.z
fusr/share/man/man1 /gettacl . 1.gz
fusr/share/man/man1 /settacl . 1.9z
fusr/share/man/mans/acl .5 .z
[root@ml4unix ~1% J|





File belonging to a package
[image: image24.png][root@mldunix ~]# yum groupinstall "Web Server™
Loaded plugins: downloadonly, fastestmirror, priorities
Loading mirror speeds from cached hostfile

* base: frp.tugraz.at

* extra:

fop.

tugraz.at

* updates: ftp.tugraz.at
7162 packages excluded due to repository priority protections
Setting up Group Process
Checking for new repos for mirrors

base/group_gz

Resolving Dependencies
--> Running transaction check

---> Package crypto-utils.x86_64 0

—-> Processing
.el6.x86 64
> Processing
16.x86_6¢

—-> Processing
.x86_64

> Processing
86 64

-5 Processing
16.x86_6¢

—-> Processing
.el6.x86 64
> Processing
86 64

-5 Processing
.el6.x86 64
> Processing

Dependency:

Dependency:

Dependency:

Dependency:

Dependency:

Dependency:

Dependency:

Dependency:

Dependency:

~2.4.1-24.2.e16.x86_64
—--> Package httpd.x86_64

| 226 kB

.4.1-24.2.e16 will be installed
perl >= 5.005_62 for package: crypto-utils-2.4.1-24.2)

perl (warnings) for package: crypto-utils-2.4.1-24.2.e|
perl(strict) for package: crypto-utils-2.4.1-24.2.elé|

perl (Newt) for package

crypto-utils-2.4.1-24.2.e16.x|

perl (Exporter) for package

crypto-utils-2.4.1-24.2.¢f

perl (Dynaloader) for package: crypto-utils-2.4.1-24.2)
perl(Carp) for package: crypro-urils-2.4.1-24.2.e16.
perl (Autoloader) for package: crypto-utils-2.4.1-2.2)
DPerl (:MODULE_COMPAT_5.10.1) for package: crypto-ucils|

.2.15-29.e16.centos will be installed




„Web server”

[image: image25.png]Installed:
crypto-utils.x86_64 0:2.4.1-24.2.e16
nttpd.x86_64 0:2.2.15-29.e16.centos
nttpd-manual.noarch 0:2.2.15-29.e16.centos
mod_perl.x86_64 0:2.0.4-10.e16
mod_ss1.x86_64 1:2.2.15-29.e16.centos
mod_wsgi.x86_64 0:3.2-3.e16
webalizer.x86_64 0:2.21 02-3.3.e16

Dependency Installed:
apr.x86_64 0:1.3.9-5.e16_2
apr-ucil.x8e_64 0:1.3.9-3.160.1
apr-util-ldap.x86_64 0:1.3.9-3.e16 0.1
dbd-cxx.x86_64 0:4.7.25-18.e16 4
dbe-devel.xB6_64 0:4.7.25-18.e16 4
fontconfig.x86_64 0:2.8.0-3.e16
freetype.x86_64 0:2.3.11-14.e16_3.1
gd.x86_64 0:2.0.35-11.e16
gdbm-devel.x86_64 0:1.8.0-36.16
glibc-devel.x86_64 0:2.12-1.132.e16
glibc-headers. xB6_64 0:2.12-1.132.e16
httpd-tools.x86_64 0:2.2.15-29.e16.centos
kernel-neaders.x86_64 0:2.6.32-431.e16
1ibX11.x86 64 0:1.5.0-4.c16
1ibX11-common.noarch 0:1.5.0-4.e16
1ibXau.x86 64 0:1.0.6-4.216
1ibXpm.x86_64 0:3.5.10-2.e16
1ibjpeg-turbo.x86_64 0:1.2.1-1.16
1ibpng.x86_64 2:1.2.49-1.el6_2
Libxcb.x86 64 0:1.8.1-1.e16
mailcap.noarch 0:2.1.31-2.16
perl.xB6_64 4:5.10.1-136.e16
perl-BSD-Resource.x86_64 0:1.29.03-3.e16
Perl-ExtUcils-Makelaker.x86_64 0:6.55-136.16
Perl-ExtUtils-ParseXS.x86_63 1:2.2003.0-136.e16
perl-Module-Pluggable. x86_64 1:3.90-136.16
perl-News.x86_64 0:1.08-26.c16
perl-Pod-Escapes.x86_64 1:1.04-136.e16
perl-Pod-Simple.x86_64 1:3.13-136.e16
perl-Test-Harness.x86_64 0:3.17-136.e16
perl-devel.x86_64 4:5.10.1-136.16
perl-libs.x86 64 4:5.10.1-136.16
perl-version.x86_64 3:0.77-136.16

Compiete:
[root@ml4unix ~1%# [|




[image: image26.png]Comp1ete:
[root@ml4unix ~]# rpm -ql httpd | grep etc
erernepa

|/etc/httpd/cont

|/etc/httpd/cont.d

exe/nmepa/con o/ RERDIE

Ry p——
/ete/nrtpa/cont /ntpa. cont
ete/nrepa/cont/magic

|/etc/nttpd/logs

|/etc/httpd/modules

|/etc/httpd/run

ere/t0grotate. a/nrepa

ete/zc.a/init a/nrcachecienn
ete/ze.a/imat.a/mrepa
/evc/syacontig/ntcacheciean
Jeve/syscontig/nrepa

[






	2.5 General configuration options

	Under the graphical interface:
What kind of system level configuration possibilities can be done under the graphical environment! Document the role of a few administrative applications (but do not change any settings)! For example check among the firewall settings whether SSH access is allowed or not!
Under a text based interface:
The configuration possibilities under a text based interface are much detailed compared to the possibilities under a GUI. Have a look at the folder /etc/sysconfig! Where are the firewall rules located? Elaborate the entry related to SSH (you can open this file only as root)!

	[image: image27.png][rootéml4unix ~]# ls /etc/sysconfig

auditd neepd Kkernel rsyslog

authconfig  il8n Kkeyboard sandbox.

cba init modules saslauchd

clock ipétables netconsole selinux

console ip6tables-config network ssha

— ip6tables.old  networking system-config-firewall
firstboot iptables network-scripts system-config-firewall.old
grub iptables—config  raid-check udev.

ntcacheclean iptables.old readonly-root

(zootem sunix ~1% |




system config firewall: where firewall rules are located

iptables: more detailed

Firewalls currently allow SSH.
[image: image28.png][root@ml4unix ~]# cat /etc/sysconfig/system-config-firewall
[# Configuration file for system-config-firewall

| -—enablea
|-—service=ssn
[rootéml4unix ~1# cat /etc/sysconfig/iptables

[# Firewall configuration written by system-config-firewall
# Manual customization of this file is not recommended.
*£ilter

INPUT ACCEPT [0:0]

INPUT 3 REJECT —reject-with icmp-host-prohibited
[ FORWARD —3 REJECT ——reject-with icmp-host-pronibited
conarr

[rootéml4unix ~1% [







3. Monitoring and logging
Aim of the task: learn how to check the state of the system and to manage logs.

	3.1 Managing logs

	If you are using the graphical interface start Log File Viewer otherwise search for the log files under /var/log! Investigate the content of a few log (among them audit.log which contain SELinux messages)! Elaborate some simple log file portions!

	[image: image29.png][root@ml4unix
[total 1276

~1# 1s -1 /var/log
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	3.2 Monitoring the system

	If you are using the graphical interface:
Start System Monitor! Look at the graphs! After a half minute launch Firefox and watch the load of the computer meanwhile! Open a relatively complex web page and watch the change of load as you move the mouse over the page and as you click on a link! Document the experiences!
If you are using the command line interface:
Install the package atop (as root) and get familiar with its usage! Make a screenshot about the operation of the program and explain some of the data displayed! Start the related service! At the end of the laboratory make another screenshot about the aggregated statistics!
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atop shows info such as running processes, memory, disk r/w, cpu usage, PID…


	3.3 Trace a process

	If we want to get information on what systems calls a process is issuing or want to see at which point has its execution hung then by using the strace program we can monitor its operation runtime. Install the package and try out the commands below (man strace can help)! Explain their operation and answer the questions!

	strace -o trace.txt ps -ef
What is the /proc file system and what kind of information can be gathered from it by this command?

	/proc contains information about the running processes which are named by their PID numbers, it also contains some general system information.

[image: image31.png][root@ml4unix ~]# strace -o trace.txt ps -ef

uID PID PPID C STDME TTY an
root. 1 oo 2 /sbin/init
root 2 oo 2 [kthreadd]
root 3 20 2 [migration/0]
root 4 20 2 [xsofcirqa/o]
root 5 20 2 [migration/0]
root & 20 2 [watchdog/0]
root 7 20 2 [events/0]
root & 20 2 [cgroup]

root s 20 2 [xnelper]
root 0 20 2 [netns]

root 1 20 2 [async/ngz]
root 12 20 2 [pm]

root 13 20 2 [sync_supers]
root 4 20 2 [bdi-default]
root 15 20 2 [kintegrityd/0]
root 6 20 2 [¥blockd/0]
root 7 20 2 [xacpid]

root 18 20 2 [xacpi_notify]
root 13 20 2 [xacpi_notplug]
root 0 20 2 [ata_aux]
root 21 20 2 [ata_s££/0]
root 2 20 2 [xsuspend_usbd]
root 23 20 2 [xhubd]

root 24 20 2 [kseriod]
root 25 20 2 [md/01

root 26 20 2 [md_misc/0]
root 27 20 2 [linkwatch]
root 8 20 2 [Xnungtaskd]
root 29 20 2 [kswapdo]
root 30 20 2 [sma]

root 31 20 2 [xnugepagea]
root 2 20 2 [aio/0]

root 33 20 2 [crypto/0]
root 38 20 2 [kthrotld/o]
root 38 20 2 [peienpa]
root a1 20 2 [kpsmoused]
root 2 20 2 [usbhid_resumer]
root. 72 20 2 [kstriped]






	Have a look at a “file” located in there using either cat or less and document the content of the chosen file!

	[image: image32.png][root@ml4unix ~]# cat trace.txt | grep procl




[image: image33.png]open ("/proc/12/cmdline®, O_RDONLY)
stat ("/proc/13", {st_mode=S_IFDIR|0SSS,
open ("/proc/13/stat™, O_RDONLY)

open ("/proc/13/status”, O_RDONLY)

open ("/proc/13/cudline”, O_RDONLY)

stat ("/proc/14, {st_mode=S_IFDIR|0SSS,

open ("/proc/14/atat”, O RDONLY)
open ("/proc/14/status”, O RDONLY)
open ("/proc/14/cndline”, O RDONLY)

stat ("/proc/15", {st_mode=s_TFDIR|0555,
open ("/proc/15/stat", O_RDONLY)

open ("/proc/15/status", O_RDONLY)

open ("/proc/15/cndline", O_RDONLY)
stat ("/proc/16", {st_mode=S_TFDIR|0555,
open ("/proc/16/stat", O_RDONLY)

open ("/proc/16/status", O_RDONLY)

open ("/proc/16/cndline", O_RDONLY)

stat ("/proc/17", {st_mode=s_TFDIR|0555,

open ("/proc/17/atat”, O RDONLY)
open ("/proc/17/status", O RDONLY)
open ("/proc/17/cndline", O RDONLY)

stat ("/proc/18", {st_mode=s_TFDIR|0555,
open ("/proc/18/stat", O_RDONLY)

open ("/proc/18/status", O_RDONLY)

open ("/proc/18/cndline", O_RDONLY)
stat ("/proc/19%, {st_mode=S_TFDIR|0555,
open ("/proc/19/stat", O_RDONLY)

open ("/proc/19/status", O_RDONLY)

open ("/proc/19/cndline”, O_RDONLY)

stat ("/proc/20", (st_mode=s_IFDIR|0555,

open ("/proc/20/atat”, O RDONLY)
open ("/proc/20/status”, O RDONLY)
open ("/proc/20/cndline”, O RDONLY)

stat ("/proc/21", {st_mode=s_TFDIR|0555,
open ("/proc/21/stat", O_RDONLY)

open ("/proc/21/status", O_RDONLY)

open ("/proc/21/cndline", O_RDONLY)
stat ("/proc/22", {st_mode=s_IFDIR|0555,
open ("/proc/22/stat", O_RDONLY)

open ("/proc/22/status", O_RDONLY)

open ("/proc/22/cmdline", O_RDONLY)

stat ("/proc/23", {st_mode=s_TFDIR|0555,

open ("/proc/23/atat”, O RDONLY)
open ("/proc/23/status”, O RDONLY)
open ("/proc/23/cndline”, O RDONLY)

stat ("/proc/24", {st_mode=5_IFDIR|0555,

open ("/proc/24/5tat®, O_RDONLY)

open ("/proc/24/status", O_RDONLY)

open ("/proc/24/cndline", O_RDONLY)

stat ("/proc/25", {st_mode=5_IFDIR|05SS,

open ("/proc/25/5tat", O_RDONLY)

open ("/proc/25/status", O_RDONLY)

open ("/proc/25/cndline", O_RDONLY)

stat ("/proc/26", {st_mode=5_IFDIR|0S5S,
0_RDORLY)






	strace -e trace=open,read,write,close ls /
Explain the open() and write() system calls at the end of the output.

	[image: image34.png][root@ml4unix ~]# strace -e trace=cpen,read,write,close 1s /
pen ("/etc/1d. s0.cache”, O_RDONLY) 3
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52) = 832

close (3)

pen ("/1ib64/1ibacl . s0.1%, O RDONLY)
cead (3, "\177ELF\2\1\1\0\0\010\0\0\0\0\0\3\05\0\1\0\0\0\200\36\0\0\0\ONO\ O™
832) = 832

close (3)

pen ("/1ib64/11bc. 50.6", O_RDONLY)
cead (3, "\177ELF\2\1\1\3\010\0\0\0\0\0\0\3\05\0\110\0\0000\356\1\0\0\ 0N O\ O™

:32) = 832
“lose (3) =0

pen ("/1ib64/13bdl . 50.2", O_RDONLY) =3
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“lose (3)

pen ("/1ib64/1ibpthread. s0.0%, O_RDONLY)
cead (3, "\177ELF\2\1\1\0\0\0\0\010\0\0\0\3\0>\0\110\0\0\340] \O\ONONONONO" . . .
) = 832

“lose (3)

pen ("/1ib64/1ibattr.50.17, O_RDONLY)
cead (3, "\177ELF\2\1\1\0\010\0\0\0\0\0\0\3\0>\0\ 110101012001 23,0\ 0\0A O\ O\ O™

:32) = 832

“lose (3) =0

pen ("/usr/1ib/locale/locale-archive”, O_RDONLY) = 3

“lose (3) o

pen ("/", O_RDONLY|O_NONBLOCK|O_DIRECTORY |0_CLOEXEC) = 3

“lose (3) =0

irite(l, "bin dev home 1ib64\t  medi” 66bin  dev home 1ib6d
media mull proc sbin srv tmp var

= 66

rite(l, "boot etc 1ib\t lostifound mnt "..., 6boot etc lib Lostatol
;na mnt  opt roor selimux sys usr

=6t

close (1)

close (2)
[root@ml4unix ~1% |





open is to open the file (here: read only)
write is to write the content to a file. If the file ID is 1 then the standard output will be used (so printing to the terminal)

	If you are using the GUI:
Start a Firefox and monitor its operation during surfing the web (strace -p <PID>)! Use the same filtering option “-e” like before to limit the amount of output to a convenient scale! Document the experiences!

	


4. Setting up a web server, making web pages
The aim of this task: to pick up some basic knowledge on setting up a web server.

	4.1 Check the configuration

	Investigate the configuration of the web server (/etc/httpd/conf/httpd.conf)! What is the difference between prefork and worker MPM? Into what location can we put files we want to be served by the web server (DocumentRoot)? Are the users allowed to put their own web pages on the system (mod_userdir)?

	prefork uses processes, worker uses threads.

[image: image35.png]# prefork wme
# Startservers: nmmber of server processes to start

# Minspareservers: minimum number of server processes which are kept spare
# Maxspareservers: maximum number of server processes which are kept spare
[# serverLimit: maximum value for MaxClients for the lifetime of the server
# MaxClients: maximmm number of server processes allowed to start

# MaxRequestsPerChila: maximum number of requests a server process serves
[<IfModule prefork.c>

startservers 8

uinspareservers 5

uaxspareservers 20

[serverLimit 256
Maxclients 256
uaxRequestsperchila 4000
[</Trocu1e>

# worker MpM
[# StartServers: initial number of server processes to start
# MaxClients: maximmm number of simultaneous client comnections

|# ThreadsPerchild: constant number of worker threads in each server process
|# MaxRequestsPerChild: maximum number of requests a server process serves
I —

Startservers i
axciients 300
uinspareTnreass 25
ofspareTnreads 73
thrcadspercnila 25

MaxRequestsperchila o
</ Trocu1e>




DocumentRoot
[image: image36.png]¢ Documentaoot: The airectory out of whtch you will serve your
¢ documents. By defauit, all requests are taken from this directory, but
¢ Brubottc ltnks and aliases may be used to point to other locations.

[PocumentRoot " /var /win/htm1"




UserDir is disabled by default for security reasons


	4.2 Starting and testing the web server

	Start the web server service and try to connect to it from outside! Why is it not possible to establish the connection? Check if the web server (the process httpd) is running! Solve the problem!

	[image: image37.png][root@mldunix ~]# chkconfig httpd on
[rootéml4unix ~]# chkconfig

atop £f  l:off Grofs
auditd 0:ioff  1:off Grofs
blk-availability 0zoff s:on

crond

ntcacheclean

httpd §roft
ipetables Grofs
iptables Grofs
issue-with-ip

Lvm2-monitor

mdmonitor Grofs
multipathd Grofs
netconsole Grofs
netfs

network

postrix Grofs
- Grofs
restorecond Grofs
rsyslog

saslauthd

sshd Grofs
udev-post 0:off Grofs

[rootéml4unix ~1% [




[image: image38.png][root@ml4unix ~]1# service httpd status
[ntcpa 1s stopped
[root@ml4unix ~]# service httpd start
starcing htepd: htepd: Could not reliably determine the server's fully qualified
domain name, using 192.168.119.132 for ServerName
[ ook 1

[rootéml4unix ~1% [





We still can not access the web server at the IP address of the virtual machine. The firewall is blocking: initially there were no lines for httpd in system-config-firewall (and no coressponding detailed rule for port 80 in iptables).
So we need to allow access for port 80:

[image: image39.png]Jsaaaaaaaaasasaaaasaan Trusted Services aaaAaAaaAAAAAAAAAAAAH

ctrusted. Trusted 4

and networks. 4]

[ & 4

[ a 4

ja [ 1 TFTP Client a 4

ja [ 1 Virtual Machine Management a 4

ja [ ] Virtual Machine Management (ILS) &Z 2|
ja ] ja





[image: image40.png][root@ml4unix ~]# system-config-firewall
[rootémlsunix ~1# cat /etc/sysconfig/system-config-firewall
¢ Configuration file for system-config-firewall

—enablea
—service=ssn

—service=ntep

[root@ml4unix ~]# cat /etc/sysconfig/iptables

¢ Firevall configuration written by system—config-firevall
¢ Manual customization of this File is not recommended.
filter

: INPUT ACCEPT [0:0]

FORWARD ACCEPT [0:0]

:QUTPUT ACCERT [0:0]

A INPUT -m state —-state ESTABLISHED,RELATED 3 ACCERT

A INPUT —p icmwp -3 ACCERT

A INPUT i 1o -3 ACCEPT

A INPUT -m state —-state NEW -m top -p top —-dport 22
A INPUT -m state —state NEW -m tcp -p tcp ——dport 80 -3 ACCEET
A INPUT —3 REJECT —reject-with icmp-host-prohibited

A FORWARD —3 REJECT ——reject-with icmp-host-prohibited

QT

[root@ml4unix ~1% J|





[image: image41.png]Apache 2 Test Page

powered by CENLOS

This page is used to test the proper operation of the Apache HTTP server after t has been installed. I you can read this page
it means that the Apache HTTP server installed at this site is working properly.

If you are a member of the general public:

The fact that you are seeing this page indicates that the
website you just visited is either experiencing problems or
is undergoing routine maintenance

If you would like to let the administrators of this website
know that you've seen this page instead of the page you
expected, you should send them e-mail. In general, mail
sent to the name "webmaster” and directed to the website's
domain should reach the appropriate person

For example, if you experienced problems while visiting
www.example.com. you should send e-mail to
"webmaster@example.com"

If you are the website administrator:

‘You may now add content to the directory /var/ma/ntrl/
Note that until you do so, people visiting your website will
see this page and not your content. To prevent this page
from ever being used, follow the instructions in the file
/ete/nttod/ cont .d/welcone. conf.

You are free to use the images below on Apache and
CentOS Linux powered HTTP servers. Thanks for using
Apache and CentOS!

gy & cenos

NCHE






	4.3 Creating a web page

	Beginner level: create a simple web page and display it from a web browser outside!
Advanced level: install the PHP module for the Apache web server (php) then restart the web server! By the help of phpinfo() print its configuration to a web page! You need to create a file named index.php into the appropriate directory:
<?php  phpinfo(); ?>
Really advanced level: let’s assume you have installed a PHP based web system (like Drupal, WordPress or Joomla portal engines, MyBB forum system and so on). During the registration of a user the system is about to send an e-mail to the new user. Unfortunately we get an error message: unable to send mail. This error can be reproduced in the virtual machine using a web page having the content as below:
<?php

$status = mail("root@localhost", "Test", "Test message.");

if ($status) {
  echo "<h2>Mail has been sent successfully.</h2>";

} else {
  echo "<h2>Unable to send mail.</h2>";

}

?>
By using the knowledge you have learnt during this laboratory try to solve the problem! Have a look at the system logs and search for error messages! Identify the subsystem to what the error is related and configure the system in a way that makes it possible to send the e-mail! Check if the mail has arrived successfully (using mail as root, install if necessary)!

	[image: image42.png]¢ - C|® 192168119132

Hello world




[image: image43.png]y/ 3 - oropber ;Dmﬂ. assyjeduly %) ) phrinfo)

< C | ® 192168119132

Hello World PHP

PHP Version 5.3.3

System Linux mi4unix 2.6.32-43116 ¥85_64 #1 SMP Fri Nov 22 03:15:09 U
Build Date__|Nov 222013 11:00.08

Configure | Jconfigure’ —build=x86_64-redhat-inux-gnu’ —host=x86_64-rednat
Command |target=x86_64-redhat-inur-gnu

bindir=lustbi

fle=.config cache'
dir=letc/php.d' —disable-debug’








Rate the measurement
	If you would like to give us feedback on the measurement feel free to rate it (like level of difficulty, level of usefulness)! You can even make suggestions how to develop the tasks or to correct any possible errors!

	


� “The CentOS Linux distribution is a stable, predictable, manageable and reproduceable platform derived from the sources of Red Hat Enterprise Linux (RHEL).”


� HYPERLINK "http://www.centos.org/" ��http://www.centos.org/�


� a free telnet / SSH client


� HYPERLINK "http://www.chiark.greenend.org.uk/~sgtatham/putty/" ��http://www.chiark.greenend.org.uk/~sgtatham/putty/�





BME VIK BSc. Measurement laboratory 4, vimia315
 
26 / 27

